
 

 

 
 

 

 

                                              URBAN SPACE                                           
                         
Construction  Loop Pile 

Pile Content  100% Solution Dyed Nylon 

Primary Backing  Bitumen 

Secondary Backing   

Tile Size  50cm x 50cm 

Pile Weight  540g/m² 

Total Weight  3955g/m² 

Pile Height  2.3mm 

Total Height  5.5mm 

Number Of Tiles Per Box  24 tiles 

 

Performance Classification                              BS EN 1307  

Wear Classification  33 

Castor Chair                                              BS EN 985 PARTA Suitable 

Impact Noise Rating                                             BS EN IS0 140-8  

Acoustic Insulation                                     BS EN IS0 717-1 24db 

Static Electricity (Walking Test)                               ISO 6356 : 2000 Yes 

Colour Fastness - Light                                      BS EN ISO 105 B02  

                               Wet                              BS EN ISO 105 B01  

                               Dry Rubbing                                                     BS EN ISO 105 x 12  

Dimensional Stability                                                        <0.20% 

Thermal Resistance                                  BS EN ISO 8301 0.17 

Flammability                                           BS EN 13501-1 Bfl-s1 

Hot Metal Nut Test BS 4790  

      
Suitability                                                  Guarantee 
 
. Commercial                                            10 Year Heavy Commercial Wear 
. Retail                                                      Apply for full details of conditions and limits of above 
. Hospitality 
. Office 
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